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SonoStar rev rech New Life

Laptop Color Doppler

Sonostar Technologies Co., Limited

Add: C Building, #27 Yayingshi Road, Science Town, Guangzhou, China
Tel: +86-20-32382095 Fax: +86-20-32382095 Web: www.sonostarmed.com E-mail: sonostar@sonostar.net
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Specification:

-lImage mode: B,M,2B,B/M,4B,PW,PDI,Color -Gray scale: 256 gray, and pseudo color

-Display: 15"LCD monitor -Scanning depth: 300mm

-Transducer frequency. Convex 2.5/3.5/4.0/5.0, linear 6.0/7.5/8.0/9.0/10/11, Micro-Convex 5.0/6.0/6.5/7.0/7.5/8.0,
Transvaginal 5.0/6.5/7.0/7.5

-Digital technology: Wide-angle imaging, Panoramic focusing technology, Rolling M technology

-Imaging Pre-processing: Cloud processing technology, 8-segment TGC, Gain(B&W),

Dynamic range, Persistence, M Soften, Noise suppression

-Imaging Post-processing: Image enhancement, Gray Map, Colorize Map, Tissue Specific Imaging,

Left/right reverse, Up/down reverse

-Cine-loop: 334 frame cine loop memory -Zoom: Pan zoom
-THI: Tissue Harmonic Imaging -Optimize
-Store: built-in 128G memory -Communication: DICOM 3.0
-Print: by video printer, or by laser printer -Report edit function
-Measurement & Calculations:

Standard configuration' B mode: Distance, angle, area, volume, trace length, distance ratio

. Pz M mode: Distance, time, slope, HR
One host, one convex probe, one aluminum trunk I | STORE —8 S P EET AR on OB el Nt
i -Transducer connector: 2
Optional:

-Peripheral ports: 1 AV video port,2 USB ports,1 power inlet port
-Power supply: AC 100-240V 50/60HZ <80VA -Built-in battery: work 3 hours
-Overall size: 362mmx340mmx=60mm -Total weight: 4Kg

Transvaginal, linear, rectal, micro-convex probe;
Trolley; Video printer; Laser printer.
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